GEAR REDUGEHS — COUPLINGS
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GEARBOX

5.3:1 ratio. Made by
BOSTON-GEAR. ideal
for robotics or speed
raduction applications.
Input and output =
shafts are located on
the same face. nput
shaft is a 2-11/16"
dia. 32-toath 1/4°"
pitch sprocket. Dutput shaft has a pinned-on Boston
XFCR-12 coupling. Sprocket and coupling are easily
removable. Ball bearing construction for quiet, accu-
raté operation. Dimensions: 6-3/4" long x 5™ high x

3-3/4" deep.
RN

Stock #GRI300
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COUPLING
GUARDIAN. Rugped
construction. 516" 1.0,
both sides (flatted). Two
setscrew collar on both |
sides. Dimen.: 1-1/8"
dia. x 1-1/2" long.
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part of some High torque shi
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This unit has couplings. 5/8" bara on

3 spur gears, 3 pinion gédars a cast aluminum each end. Both end :

mounting base. Two of e s are split anti- bores have a 3167 staifht keyway 8
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TORQUE
LIMITING

COUPLING
HELLAND/ZERD MAX.,
#H-TLC. Shaft coupling
that has an integral
torque limiting system.
Factory preset to Bmit the turque !ransmned o 20 in-
Ib. Four adjusting setscrews which allow readjustment
of the torque limit. Made from high performance
Mylatron and Delrin. Due to the materials used in this
umnit it can be submerged as well as being usad in appli-
catbons where water, salts, and mild acids are encoun-
tered. The coupfing has a Ymm dia, bore at ong end
and an Bmm bore at opposite end. Shaft bores both
hawve hex head setscrews for fastening to driving and
driven shafts. Dimensions: 2.0° 0.0. x 2-1/32" long.

neadie bearings usad
throughout. First

stage gears are heli-

cal. All gears are Stock #C0Z100

heal treated. Oil filled

and sealed, ready Jor use. Has Il type seals on the COUPLING

input and output ghafts. Input shaft i 1/2" in diameter, LOVEJOY, 1/4" bore on

flatted and is 188" long. The output SKaft kas a diam- ang end, 1/4" bore on

eter of 5/8" ad s 1-1/2" long with a (16" the opposite end. Each
bore has a 6X32 hex-
head setscraw for lock-
ing to shafts.

Dimenslons: 58" dia. x 3/4" Wi -
Stock #C09251

*REMOVED FROM EQUIPMENT




"CHAIN AND SPROCKETS

MINIATURE CHAIN SPROCKET
1/4" pitch 21-footh. Bore 5/8°. Has a
G3/64" 0.0. hub. Sprocket dia. is
1-29/32" nom. Sprocket ks 716"
thick. Made of giass reinforced gray -
plastic.

Stock #GR2155

ROLLER CHAIN IDLER
SPROCKET 3/8" pitch. 17-tooth.
1/2" bare. Neadie roller bearing
installed in the bore. Designed for
idler applications, Can be usad with .
1/2" 0.0. shaft or other similar diameter support ele-
ments. Dimensions: 2-7/32" dia_ The hob has an 0.0,
of 1°. The overall thickness of the sprocket is 25/32°,
Removed from equipment, I:mt in gnnd condition
Stock #GR2156 *R

ROLLER CHAIN IDLER SPROCKET BROWN-
ING, #22180-250. 1/2" pitch. 11-toath. 1/2" bore
with rodler needia bearings. Dimensions: 7/8" wide X
2" dig, with 1-3/8" hub dia. Rermoved from equipment
[t in good condition,
Stock #GR9253

ROLLER CHAIN SPROCKET
12" pitch, 28-tooth. 5/8" bore with
316" standard keyway and
getserew. Dimensions: 1" wide
% 4-3/4" dia. with 2 hub dia.
Removed from equipmant but in
good condition.

Stock #GRIZGE

ROLLER CHAIN SPROCKET

#35810. 3/8" pitch. 10-tooth. 5/8"

bore, Bore has 316" wide key slot

for shaft key. A 316" woodruff key

i included. Dimensions: 1-3/8" dia.

with 2 63/64" hub dia. Depth is 3/4",

Removed from equipment, but in good conddtion.

MOTE; Sprocket fits our AC gearmotar #ACGM
Stock #GR2107

SLIP SPROCKET Heawy-duty

driving sprocket with buili-in slip

cluteh which allows sprocket to frealy

rotate in one direction, but be locked

to driving ghaft in opposite divection of

rotation. Rated at 1/4 hp. Drive sprocket has 34 teeth
2/8" pitch. Bore of hub is 34" with cross-drilled hole
for drive pin. Dimensions: 4-1/4" dia. x 1-3/16" thick.

Stock #GRI001 ”

SLIP SPROCKET Precision slip clufch
with sprocket mounted o a
"5 ghait. Cluich is manufactured

b MINICLUTCH. Clutch 0.D. has twa flats,
S-topth 1/4” pitch chain sprocket is
pressad and Iocked onfo chuteh flats. Cluich allows
sprocket to freely rotate in counterciockwise direclion
and bock to shaft when rotated in clockwise direction.
Fiotational directions are when viewing unit from chatch
end. Clutch has sintered pre-lubricated bronze center
bearing. Shafl: 3/8" dia. ¥ 1-5/8" long with 1/8" nom.
wide % 516 im? slot milled into far end. NOTE: Our
Stock #BR2004 baaring fits this unit's shaft. Overall

. length of assembly Is 3", The max. diameter is 1-5/8%,

Stock #GR200Z

*REMOVED FROM EQUIFMENT
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SLIP SPROCKET 20 tooth
1/4” pitch steel sprocket with a
slip type, one way, hub clhutch.
The sprocket rotates freely in
one direction, about the shaft,
bat locks to the shaft when
rotated in the opposite divection. The bare u! the davice

.15 10mm. Sprocket diameter is 1-23/32". The thick-

ness across the hub Is 3/4” nom.. This unit should be

" used with 10mm hardened shafts. Use wiih soft shma

Stock #GR2301

SLIP SPROCKET ¢
ship type hub which rotates

freely in one direction, about the hub, but locks to the

could damage the cluteh and/or shaft.

This is a 41-tooth 3/8" pitch

steal sprocket with an intagral

hub when rotated in the opposite direction. The bore of
the hub Is 3747, The hub has a cross drilled 3167 nom.

* hole for fastening the hub to a shait. Sprockst diame-

taris 5°, The thickness acrass the hub is 1-7/8",

MINIATURE CHAIN SPROCKET .
1/4" pitch 17-tooth. Bore Is 1/2" The
bore has a partial keyway shot and two

tapped holes for setscrews. The keyway
Is 1/8" wide. The keyway slot is approc. 1/2" Iong and
does not exend completaly through the sprocket hub.

Stock #GR2402

- Hub has an outside dia. of 1.0" nom. on one side of the

sprocket and a conical shaped face on the opposite
shde. The keyslot axtends from the flat hub face toward
the conical face but is not cut through the conical face.
Setscrews are supplied for shaft locking. Sprocket dia.
ig 1-31/64" nom. Sprocket is 23/32" nom. wide across
the hub. Steel with a black mdde finish,

Stock #GR2501

ROLLER CHAIN SPROCKET
#7TP2136. 16 teath. Pitch is
1/4" Qutside diameter is

1-31/64", Thickness across
the hub is 23/64". 0.0 7/8°
Bore diameter is 1/2°. Bore
provided with standard 1/8"
square keyway and two tapped holes for setscraws.
One-selscrew hole Is located in the keyway slobl The
other hole is located 90° from the keyway screw loca-
tion. Setscrew threads are for #6 x 32 tpl screws.

Stock #GR2502

STUD MOUNTED SPROCKET
Congists of a sprocket, plastic bear-
ing, and threaded mounting stud.

Steed sprocket has pitch of 1/4" and
has 15 teeth. Stud is steal with a

male thread on 0.0. Thread is 3/87X24 tpi. Length of
stud -is 3/4". Female hex recess localed opposite
threaded end is provided for fightening in place. Hex
section accepts a 7/32° hex-wrench. Genter of unit
contains thin wall plastic composite bearing. Assembly

NON-ROLLER CHAIM Tnis chain has a pitch of
1/4" and Is 367 long. This chain has plain pins without
roflers at each link position. It reguires a special mas-
ter link to be connected end to end. These should be
available from chain vendors. Chain may be ordered in
lengtivs longer than 36".
Slock #GRZ204

SLINO0YIS ANV NIVHO

SINGLE STRAND RIVETED ROLLER CHAIN
1/2 pitch 70™ long. Dimensions: 1/2" wide x 1/2"
thick x 70" long. Removed from amprmm_ but ke

NEw.

Stock #GRI2511

SINGLE STRAND RIVETED ROLLER CHAIN
30" long. 1/2" pitch. Has removable master link.
Dimensions; 1/2" wide x 1/2" thick x 30" long.
Removed from equipment, but in good condition,

Stock #GRE2510

MIMNIATURE ROLLER CHAIN piaMOonND USA.
Standard 1/4" pltch riveted roller chain, Total length
25", This chain is compatible with any 1/4" chain
sprocket and 1/4” pitch master link.

has black oxide coating on alf surfaces. Dimensions: ~ Stoek #GRO951 - :
1-11/32 max dia. x 1-21/32" max. overall length. - :
Stock #GREE50 .
e MASTER LINK
MINIATURE CHAIN SPROCKET 1/4" pitch 12- CONNEGTOR for .
. tooth. Bore 5/16°. Has a 51/64" 0.D. hub. Sprocket 1/4” pitch roier chain.

dia. is 1-3/32" nom. Sprocket is 17/32" thick. Mads of

i Stock #GROG50 b
glass rainforced gray plastic. *
Stack #GRIG56 e k.
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