MISGELLANEOUS

MINE DETECTOR

Type
-AN/PRS-T,

#4D6000.

Fully solid

shate design.

Detects metallic

and non-metallic objects.

Useful for Incating buried pipes, |ost objects, efc. Has
headset for awral indicator. Detector electronics can be
rernoved from wand and attached to a web belt. Sturdy
waterproof canying case. Case dimensions:; 23-1/4"
wide x 15" deep x 7-1/2" high. Mine detector is 68"
long max. when assembled. Mine detector weight is 7

Ibs. Welght with case 22 Ibs. Requires £15 V battery
@ approx. 250 mA hour (not supprndj Hookup infor-
mation provided.
Slock #MM009

MOTORIZED ASSEMBLY This devica is made up
of the following parts: a 6 rpm' clock mator, cam,
microswitch, line cord with in-ling switch, bul socket
and steel mounting brackst. The motor rotation is CW
when facing the shaft. The motor rating is 115 VAC 60
Hz, 3 watts. Motor shaft is 1/8° dia. x 1/2° long. The
shaft is flatted full length.The microswitch is rated 10

‘amps 125 to 250 VAC. The switch has SPOT contacts.

The actuating lever of the switch is flat and s 1" fong.
The cam is constructed of thin Masonite material and
includes a steel erank rod. As the cam rotates the rod
would move back and forth as the motor rotates. The
cam has a single notch on the periphery that achuates
the microswitch. When the switch operates, the
gitached bulb socket momentarily receives power from
the AC line. The socket is designed to accept a 120
VAC 6 watt Ghristmas tree type bulb, which is not
included. The line cord has black PVC plastic insulation
and Is 7-1/2 feet long. The bulb socket cord has white
insulation and is 22° long. Both cords are #16 AWG
two-wire,

Stock #Mi2007

overa tange

“MISCELLANEOUS

of 50-500
rp. Unit is
marked in

2 rpm incre-
ments, supplisd in 3\Ji

s Dimensions: 3" dia. indi-

THERMWCOUPLE PROBE Lot SHAN. This ther-
mocouple was intended fo mate.with 2 mubimetentem-
peratire matahpl unknown nufar:ture it has a yel-
|ow two prong Ehgcirical plig on one end and a tubwlar
probe on the opposiie.end. The thermocouple alloy is
stated to be; MNicr/ish, The cable connecting the probe
head to the co n0" long. The overall length of

i . The probe has an outside dia.
a lengih of 3-346". The probe itself is
as a black plastic hamale. The overall length
and handie is 4-3/4".

Stock AMI2013

UNUSUAL MOTORIZED ASSEMBLY
This Is a very interesting and unusual device. We think
it was the motivating power unit for some sort of ani-

* mated point of sale dispiay. The assembly consists of -

the following parts. A 6 rpm permanent magnet
raversibla gearhead motor, a tubukar cardboard batigry
boo, circular plastic crank disc with two wire formed
arms, a crank arm which is aftached to the molor shaft
and a formed steel bracket which holds the motor and
crank disc. The motor draws a tiny amount of power as
it operates. The operating current is about 5 mA. Testzd
at 6 VDG the motor has the following specifications.

Mo-load speed is 6 rpm @ 1mA. With a 2 oz-in load-
the speed is 5 rpm and the current is T mA. The bat- -

tary box holds four “D® cells, which are nat included.
As shipped, tha unit functions as foliows: As the motor
turns, the crank arm attached to the motor shaft rotates
znd moves the wire formed rod that is connected fo the
end of the motor crank. The opposite end of this rod is
connectzd to the crank disc at a point located at the far
edne of the disc. The net result of all this s that as the

motor rotates, the plastic disc slowly oscillates back |

and forth in a clockwise direction and then reverses
direction and eventually rotates clockwise again later in
the cycle. The total rotation of the crank disc is approw.
90 degrees. There ane two wine formed armes connect-

“gd to the crank disc. As the disc rofaies, the arms

move in a push-pull motion. The motor is very quiet
when it Is renning. The motor section and the battery
box are connected via a 137 length of white PV insu-
lated zip cord. Dimensions: motor and bracket 9-3/4"
long x 47 wide x 3-1/2" deep. The battery box is 1-1/2"
In dia. x 10-1/2° long.

ding altachments. Case: ] :

ADAPTER PLUG
WITH CORD
Consists of a 2-wire
malg/female plug mold-
ed onto a 8-1/2 foot 2-
wire cable. This is the :

type of cable usually found on AC wall adapter power
supplies, etc. The plug has a 2.5 mm outside dia
{0-218"). The inner female socket is 2 mm (0.0807).

" The b-nd].r of the plug is a flexdble plastic materal. The

cord is black PVC insulated with a white siripe on one
conductor which indicates the connection to the plug
female center connection. Dimensions: (plug body)
38" dia. x 1-1/2" long.

Stock #MiBa14

amps 125 VAC 60 Hz.

a5 a reseitable cirguit

mput power. cord. The front

surface has 4 s .. e grounding female out-
lets. The rear of the

B  stock #SLR2052 (MPN #AE3763)

CLOSE UP

MULTI CONTACT SLIP RING ASSEMBLY
LITTON/POLY SCIENTIFIC, #AE2 or #AE3 sares.
These slip ring capsules have approo. 77 separate con-
tacts. These devices are used in various fypes of ingr-
fial navigation or eleciro-opiical systems. They aflow
slow speed rotational movement to occur between ele-
ments of these systems. Maximum rotalional speed is

" 75 mpm. The top and bottom sections can rotate fully

through 360° of rotation and still maintain elecirical
continuity. The individual contacts are rated 1 amp
max. If higher currents have to be carred, several of
the individual slip ring channels probably could be con-
nected in paraliel. The electrical leadwires are #30
AWG and are about 7" long. The ends of the leadwires
are terminated in miniature agrospace grade rectangu-
lar connectors. We have three difierent manufacturer's

- " part numbers (MPN) as listed below which are all very

similar with only minor variations n connector config-
uration. The body of the unit has an ouiside dia. of
0.675". One end has a larger diameter which measures
1" in dia. Overall length of the sfip ring body is 2°.

Stock #SLR2050 (MPN #AE266T)
Stock #SLRZ051 (MPN #AE2668)




INLINE CERAMIC
INSULATOR

This s a high fired gray glazed
insulator which |s designed for
use in exerior elechrical trans-
mission applications. The body
has a squarish cross section
with deap ridges. Large oval
holes are located on the sides
along the ridges. The holes are ;
located near opposite ends of -

the insulator body and the holes are mla!mnally locat-
ed 907 apart. These holes allow -elecirical condpctors
to be threaded through one set of holes and bocked in
place by twisting or clamping the wire. The opposita

set of holes would normally be used to attach a sup-
porting sable or other similar device. When installed -
the insulator prevents the supporting cable from touch-

ing or shorting out to the eleclrical conductor at the
opposite end. Useful for many insulating applications

or as non-conductive high voltage stand off spacers.
Dimensions: 2-1/2" square % 4-3/8" Jong. Tha holes

are about 15/16" in dia.

. Slock #MI2204

PORCELAIN INSULATOR
Bullet-shaped. Has 3/8" dia. through-hole on ane end

for antenna or other type wire conngction. (pposite
end is flat and has one 10¥24 threaded hole modded in. -
Dimensions: 1-1/4" x 2-15/16" long. White glazed.
Stock #MIS005

GLASS

PIN

INSULATOR
ARMSTRONG, #3.
Telephone pin insulator,
Screws on to standard
wooden telephong
pins. Dimensions;
2-1/2" dia. x 3-516"
high. Clear flass.
Stock #MI2006

STUDDED
INSULATOR
‘Round 3° dig.x 1"
thick insulator.with
587 x 17 tpi studs
on gach end, Stud is
1-5/8" long on ong
end and 1-3/32°
long on the other.
Stock #MI9454

o
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o’ ez (including tamnars}
#MI2150

Input voltage is 3 to 16

PIEZO-ALARM
PROJECTS LINLIMITED,
#EXL-960, Continuous
tone. Loudness {very high).

VDG, This unit produces
an ear spliting tone vol-
ume. Output volume can be changed by varying the
input voltage. Ideal for alarms and other simikar appli-
cations. Designed fo.be lush mounted on a panel, The
base has two mounting ears with 3167 long x 5/32"
wide mounting holes. Dims: 2-3/4" man. wide (across
maunting ears) £ 2" high x 1-1/2" deep.

Stock #MI12151

- communications e
“phone and microphoig

MINIATURE LAPEL MICROPHOMNE
This is a mindature fightweight lapel style
microphong. It has a standard 3.5mm male
right angle phone plug which will fit
many tape recorders and other
audio devicas, The connecting
cord between the microphaone
and the phone plug is 33° long.
The body of the microphone is 1/2"

dia. x 1-1/2" long. The microphone, cord and
connector are ail biack in color. The unit is sup-
plied with a removable spring fype kapel clip.

Stock #MI2053 %3

PLANTRONICS, =

th a belt mounted push to
talk modube. The unit his a 3-1/2° long flexible cord

connecting the

i style headset is used with miitary g
3y devices, but they also may be used o
phone systems, etc. -

Glock #MIZ055

. surface. Knob diametsr is
-the round body s a round

- 1/4" bore brass insert

LARGE ROUND KNOB
DAKA WARE. This Is a high
quality American made
bakelite knob, with a metal
mounting stid. The Bakelite
matarial has a ghiny black

about 1-3/4". Extending from

post which has a metal stud
muolded into it. The mounting
post has a diameter of 25/327 and is about 1/2" long.
Tne male metal mounting siud is threaded. 1/4" x 20
tpl. The stud Is cadmium plated. Dimensions: 1-3/4"

diameter x 2-916" long, including the mounting stud.
Stock #MI2505 &

SKIRTED
CONTROL KNOB
DAKA-WARE. Micely
made black plastic
rosetie style control
knob with skirt. The
hut of the knob has a

SNOINVTIIOSIN

and a single slotted” -
head setscrew. The skirt i 1-3/4" in diz. and has an
engraved and filed white indeéx mark located on the

- outside edge of the skirt. The knob itseif has an ouiside

dia. of 1-1/8" with & desp molded grooves for good
gripping. The height of the knob is 51/64"

g Y

FLUTED CONTROL
KNOB. This knob has
a black Bakelite® body
with a brass insert in
the center. Additionally,
it has an aluminum
flange located near the
pane! mounting face.
This flange has a black
anodized finish. This ﬂanﬁercnuld be used as a driving
element or used for locking the conirol setfing. The
knob has a 1/4" bore diameter. Two lfocking hex set-
screws are provided for locking the knob to a shaft.
Dimansions: 1-1/8" nom. outside diameter x 27/32°

- 25

Stock #MI2400

TORROID GORE mine-
METICS, #ZJ44T15TC.
This is a ferrite tormoid core.
The permeability ks S000u
420 %. The AL is rated at
approx. 4,000 mH per 1000
turns. The unit has a gray
exterior epaxy coating. The ;s

outside dia. is 1-27/32°. The inside dia. is 1-1/16"

nom. The thickhess is 39/64" nom. -

Stock #MI2207
105







