CW rotation. 1/15 hp,
1500 rprm. Contine-

ous duty. Ball bearing. 40°C temperature rise. Gear
ratio 156:25:1. Infine gearbox. (Rated @ 50 Hz 9.6
rpm, 280 In-Ib torque.) (Rated @ 60 Hz 11.5 rpm,
1/25 hp. 215 in-Ib tomue.) Dimensions: 5" dia. x 9
long. Shaft: 5/8" dia. x 1" long. 4-hole frant

Stock #ACGMT902 *RFE

- reversibla, sleave

10 RPM
MERKLE-KDRFF,
#546456/15194.
115 VAG 60 Hz.
Single phase, non-

Continuous duty, ffuperaiad at 90 oz or less load, No-
Ioad speed is 13 rpm @ (.286 amp. With 2 90 oz in
{nad the speed is 10 rpm, current is 0.295 amp. Shait;
1/4" dia. x 916" long. The shaft has dual flats, oppo-
gite each other. The motor has seven cast but untapped
holes on the face of the gearbox. They can be tapped
to accept #8X32 tpi screws or self tapping screws
can be vsed instead. Dimensions: 2-7/8" wide x 2-5/8"
high ¥ 2-3/8" deep (excluding shaft).

Stock #ACGMZ500 '

12 RPM
BERGER/LAHR,
#2709 303 603 24.
Parmanent magmet
synchronous motor. §
Rated 115-120 VAC
60 Hz. Reversibla.
Slesve bearings. NOTE:
This is a synchronous motor
and will rotata at 12 rpm when 7
operated from a 60 Hz power until reaching the torguee
limit. Supplied with a running capacitor. No-load speed
12 rpm. No-load current 0.085 amp. With 70 oz-in load
{running) rpm is 12 rpm @ 0.09 amp. Stalls at approx.
90 oz-in loqd (running). B° long wire leads. Shaft:
10mm dia. x 30mm long with Tmm wide snap ring
groove near end and also near motor body. Has 3167
diameter mounting hobes in front flange. Dimensions:
2-3'4" square (across mounting flangs) x 2-1/27 deep
(excluding shaft).
Stock #ACGMZ301

AC GEARHEAD MOTORS

=/a standard 3/16° square
een in the photo of this
nterime runs praraﬂel to

24 RPM

ECM, #ECM 5920,
Intermitient duty cycle
induction capacitar
motor. Rated 1068 VAG
5060 Hz. Rated cur-
rent 2.0 amps 4.8
watis. Reversible,
sleeve bearings. Re- oY
quires a 14 MFD 300
VAC capacitor for oper- : Rour
ation which is not sup- o
pled. The duty cycle is rated by the manufactmer as
"2% or 0.2 sec. on, 10 sec. off. This is at 22 rpm which
reflects a heavy load applied to the motor. If the motor
is operated for short periods it will produce very high
output torque. The motor is thermally protecied. No
load speed is 24 rpm @ 0.142 amp. With a 100 oz-in
Inad the rpm is 24 @ 1.49 amp. Shaft: 516" dia. x 1
long. The shaft has a-shallow snap ring groove ma-
chined near the end. The face of the gearbox has six
tapped mounting holes. The holes are tapped for 4mm
x 0.7mm mounting screws. The centers of the holes
are 1-5/8" apart horizontally and 1-13/16" apart verti-
cally for one set and 1-5/8" apart for the other set. The
motor has 7" long wire leads. Dimensions: 2-3/167

wide x 4-1/16" high x 3-1/2" deep {e:-:ulumng shatt
Stock #ACGMO903 -

28 RPM ECM, #£CM 5100E.
Intermitiant duty cycle induction-capachor
motor. Rated 115 VAC S0/60 Hz. Rated
current 0.59 amps.
Reversible, sleeve bear-
ans. Requires a 7.5
MFD 300 VAC capaci-
for for operation which
is not suppéied.
Thermaliy protected.
Mo-load speed is 30
pm @ 0.142 amp. With a 40 o2-in load the rpm is 28
(@ 0.33 amp. Shaft: 1/4" dia. x 13/16" long. The shaft
has a shallow =nap ring groove machined near the end.
A cross drilled hole with a diameter of 3/32° is located
approoc. 916" from the end of the shaft. The face of the
gearbox has tour tapped mounting holes. The holes are
mmr#aac:daaﬁﬁ?m screws, Mounting
are sp - 3 rt horizontally and
3-1/2° apart vertically. a‘mfﬁm Dimensions:

2-3M6” wide x 4-1/16" high x 3" deep (excluding front
shalt). Shaft at the rearis 0.20" dia. x 3/4” long. A cus-
fomer supplied cooling fan blade could be mountad to
this shaft if desired. With a cooling fan the motor could

be operated at longer duty cycles.
Stock #ACGM2400

33 RPM

VON WEISE GEAR,
#VD4273AB14,

AC capacitor start
and run motor.
Reversible. Rated
1/30 hp. 115 VAC 60
Hz. Single phase. Rated cur-
rent 0.73 amp intermittent duty.
Requires a capacitor for operation
which is supplied attached fo a steel mounting hracket
located on front of motor. Thermally protected.
Gearbox rafio is 98:1. Motor and gearbox have sleeva
bearings. Tested with 10.0 MFD capacitor no-load
speed is 35 mpm. No-load curment is (L8 amp. With 100
o0z-in load speed is 33 rpm @ 0.9 amp. Rear of motor
is equipped with instant stop solenoid rated 115 VAC
60 Hz. In operation solenoid is intended to be enargized
simultanegusly with motor. When motor power and
solenoid power are de-energized, the pawl style brake
slops maotor rotation within 1/2 of a motor shaft rota-
fion. This device can be removed from the motor if not
used. Shaft: 516" dia. x 13/16" long. Shaft has flat on
one side that is 3/4" long. Motor shaft has a 28-tooth
cog pulley attached. Pulley is easily removed. Four
#10X32 tpi tapped mounting holes are located on front
of gearbox., Bolt centers are all spaced 2-3/8" apart.
Shaft center line approx. centered with mounting holes,
Short flexible wire leads provided for electrical connec-
fions. Dimensions: 77 wide x 3-3/8 high x 6-3/4" long

(exchuding shaft). "

Stock #ACGM2Z006

34 RPM CAPACITOR INDUCTION MOTOR, BODINE,
#NCI-54RL. 1/8 hp, 120 ¥ 60 cycle, 1 phase, 1.7
amps. Gear ratio 50:1, owtput speed 34 rpm @ 50 in-
lbs torque. Confinuous duty. Ball and needle bearings
are used throughout. Reversibie. Output shaft is orent-
ed at a right angle in relation to the motor body. Shaft
5/8" dia. x 1-1/2" long the shaft has a flat plus a 316"
woodruff key slot. The motor is supplied with a
stamped mounting base which has slotted mounting
holes. Overall dimensions: 5-1/2" wide x 10-1/2" Inng
% 6-1/2" high. Requires a 20 MAD capacior (supgl




AC GEARHEAD MOTORS

2 ﬁmm. Anmﬁnréury e
kefiyway that is 1-7/8" long. Dimisgs
B high x 5-7/8" deep (excluding kg

48 RPM moLan
MOTORS, #HGM-4050-
29, 115 VAC 60 Hz.
Single phase, non-
reversible, sleeve bear-
ings. This shaded pole
motor has bult-in brak-
ing feature that Instanthy
stops owtput shaft when
power is removed. Shaft rotation Is CW whan viewed
from the shaft end. Intermittent duty. No-load speed is
54 rpm @ 0.66 amp, With an 80 oz-in load the shaft
1pm is 48. Loaded corrent is approx. 0.7 amp. Shaft:
3167 dia. x 13/16" long. The shaft has a flat along one
side for its full length. The motor has four #1032
tapped mounting holes on shaft end of gearhox
PLEASE NOTE: This motor is supplied with a 4-7/8°
dia. plastic pullay and an aluminum pivot bracket. The
pulley is retained on the shaft via a spring ring and is
easily removed. The puliey has an o-ring groove on the
outside diameter. The pivot bracket is attached to the
mator gearbo via two screws and it also is removable.
Dimensions: 5 wide (across the pivot bracket) x 3-

1747 high x 3-1/8" deep (excluding shaft). ‘

Stock #ACGM2005

36/37 RPM

AMS MOTOR CO, #12.
115 VAC 60 Hz. Single
phase, non-reversible,
sleeve bearings. A -
Shaded pole. Has built- 8§

in braking feature that
- instantly stops out-
put shaft when power is removed. Thermajﬁ.r protected.
Shaft rotafion is CW when viewed from shaft end.
[ntermitient duty, Dual windings, one gives output rpm
of 36 with 100 oz-in load @ 0.49 amp. The other pro-
duces 37 rpm with 100 oz-in load @& 0.97 amp. No-
ioad speed using either winding is 38 rpm. One wind-
ing draws 0.47 amps while the other draws 0.96 amps.
May have been designed so that the higher current
winding was used to start mokor under load and then
lower curment winding was switched in once motor was
up to speed. Either winding could be used in other
applications, with the user choosing which curment
level was best for the application. For safety, the
unused winding leadwire should be cut or taped off to
prevent electrical shock hazard, Shaft 516" dia, x 7/8"
long with flat that Is 1/2° long. Four 5/32" dia. clear
mounting holes on shaft end of gearbox. Dimensions:
356" square x 3-1/2" deep (exchding shaif).

48 RPM moLon
MOTORS, #HGM-4050-
29. 115 VAC B0 Hz.
Single phase, non-
reversible, sleeve bear-
ings. This shaded pole
motor has built-in brak-
ing featurs that instaniy
stops output shaft when
power is remioved. Shaft rotation is CW when viewed
from the shaft end. intermitient duty. No-load speed is
54 rpm @ 0.66 amp. With an 80 oz-in load the shaft
rpm is 48. Loaded current is approx. 0.7 amp. Shaft;
816" dia. x 13/16” long. The shait has a fiat along ong
side for its full length. The motor has four 1032
tapped mounting holes on shaft end of gearbox
PLEASE MOTE: This motar |s the same as the motor
listed abowve, but has had the aluminum bracket and
pulley removed. Dimensions: 2-3/4" wide x 3" high x

3-1/8" deep (excluding shaft). :
Stock #ACGM2051 s!

50,RPM TOSHIBA,
#CO-312-48.

-. !nngar periods at 120
reduced.) Tested at 100

oz-in load rpm is 50 2
amp. Capacitor run ph
ings, pearbox has 5k

current is appro. 0.65 .
hversible, with ball bear-
ings. Has plastic cooling

anj. I'l.ﬂl:rtor supplieti with a 10 MFD capacitor.
Stock #ACGMIG00 $29.%

|sE?r|:|m Mo-load™
0.85 amp. Manufaciiieg
in-ib. Intermittent duty. BU "‘U
based onal- sennﬂd on-fig

61.7 RPM
GE, #7GS00-
IYFIUE-14AD1.
Motor is rated
115 VAC 60 Hz
single phase
1.1 amps. Con-
finwous duty. Motor and gearbox have sleeve bearings.
Motor is reversible and thermally protected. 61.7 mpm.
Torque rating 30 inlb. Gearbox ratio 28.17:1. NOTE:
Motor requires 10 MFD capacitor for operation (not
supplied). Shatt: 1/2” dia. x 1-3/16" long. Shaft has flat
plus standard 1/8" straight key slot and key. The mator
is supplied with two 17-tooth 1/4” pitch chain sprock-
ets and a 34-tooth gear affixed to shaft. Sprockets and
gear are easily remaoved. Mator has a shrouded cooling
fan at rear, Four 1/4X28 tpi mounting studs are provid-
ed on the shaft end of mofor. Studs are 38" long.
Mounting studs have 2-5/8" bolt hole centers.
Dimensions: 4-3/4" max. dia. x 8" max. overall length

(excluding shaft).
g

Stock #ACEMAITOT

11033.
Intermittent
duty cyche
ghaded pole
motor. Rated
115 VAC 60
Hz. Sleave bearings. Shaft rotation is CW facing shaft.
The no-load speed is 62 rpm @ 1.8 amps. Tested with
2 100 oz-in load the speed is 62 rpm @& 1.9 amps.
Shaft:-3/8" dia, x 1-1/16" long. The shait has a 1/2"
long flat at the end. The unit has a four-blade plastic
cooling fan on the rear section of the molor shaft. The
face of the gearbox has four tapped mounting holes,
The holes are tapped for dmm x 0.7mm mounting
gcrews. The centers of the holes are 1-8/16" apart hor-
izontally and 1-1/4" apart vertically. The motor has 7"
long wire leads. Dimensions: 2-5/8" wide x 3-1/8" high

¥ 4-5/8" deep (excluding shaft). '

Stock #ACGMZ2Z02

70 RPM HOWARD INDUSTRIES, #SPN 5-20-0000.

*115 VAC, 60 Hz, 0.38 amp, 1 phase, 70 pm @ 10 in-

Ib torque. Ball and slegve bearings. Reversible. Contin-
vous duty. Overall dimensions: 3-1/4" dia. x 5-7/8"
long. Shaft: 516" dia. x 1-1/8" long. Front mount with
four mounting studs. Requires 5 MFD 265 VAC capac-
itor (supplied).

Stock #ACGM2002

*REMOVED FROM EQUIPMENT




“AC GEARHEAD MOTORS

80 RPM woORM GEAR BOX ASSEMBLY. MERKLE-
KORFF, #B3424-RP-448. Motor is rated 120 VAC
50/60 Hz. intermittent duty. 1.4 amps. Motor duty
cycle: 3 sec. on, 10 sec. off, Sleeve bearings. Revers-
ibde. Motor (without gear reduction) has the following
specifications. Mo-load speed 3200 rpm. No-load cur-
rent 1.36 amps. With a 10 oz-in load the motor rpm is
2500 with a current of 1.4 amps. The motor shaft has
a 1-tooth pinion which is mated to & 36-tooth worm
gear. As supplied, the worm gear output shaft rotates
at approe. B0 rpm. The output shaft hkas an 8-tooth
1/4" pitch sprocket pinned 1o it. A 16" long loop of
1/4™ pitch chain and master link are provided with the
assembly. The output shaft is mounted on flanged ball
bearings in the sides of the sheet matal frame. The out-
putt shaft is 1/4" dia. Additionally, the output shaft has
a 42-tooth plastic gear. This gear mates with a 34-
tooth gear which is mounted on the shaft of a multi-
turn potentiometer. The potentiometar is a tan-tum wnit
with a resistance of 100k £5%. NOTE: If not used, this
pot must be removed, otherwise it will stop the motar
rotation after a fied number of motor tums. Motor
requires an 18 MFD capacitor for operation (not sup-

plied). Dimensions: 67 wide x 3-3/4" deep x 4 hi
Stock #ACGMA800

gfil angle 5/8" dia. x 1-1/2" &
g 9-1/2" jong x 4-1/2" dia. ReqUiegs

90 RPM BODIME,
#4224BFC1-E2. Mofor -
rated 115 VAC 60 Hz
single phase. Rated
curent 1.2 amps. Motor
rpm is 900. Rated for
intermittent duty. Motor is reversible. Gearbox rated
10:1. Rated torque output 45 Ib-in. Ball and roller bear-
Ings throughout. Has shrouded cooling fan built on rear
of motor. Requires 12.5 MFD capacitor for operation
{not supplied). Shaft: 3/4” dia. x 1-5/8" long. Shaft has
keyway slot for 316" sq. key. Motor has four tapped
spacers on front of gearbox for mounting. These are
tapped 1/4X28. Bolt cenlers of mounting holes are
3-5/8" apart, Dimensions (not including shaft): 4-5/8"
nam. at gearbox end x 8-7/8" long.

phase, Gunnmuus Py
Reversible. 116 hp.
Non-thermally

pmtwtad Gear ratio 181 iy

~ 140 RPM moLON,

97 RPM
RELIANCE 1/4 HP
GEARHEAD
MOTOR, #076W-
238IM-UF. Motor
1725 pm, 1/4 hp,
120 VAC, 60 Hz,
4.2 amps.
Continwous duty
40°C. Mon-reversible. Has buit-in 18:1 right angie
gearbox giving a 97 rpm output, CCW rofation facing
output shaft. Quiput shaft is 34" dia. x 1-3/4" long.

" Motor/gearbox has ball and sleeve bearings.

Dimensions: 7-3/4" high x 5-3/4" wide x 14-1/2" long.
Has bullt-in reset thermal overload, Mounting is via four
mounting feet on gearbox, Feet have 5A16" dia. holes

on 4" x 4-1/4" centers. Weight 37 Ibs,
Stock #ACGMI004 | *RFE ’

déd pola motor siee-.-e
Mo-load current 1.6

Sidck #AACGMITS0

#LR48224. AC
reversible gearhead
maotor. This is an AC *
permanent magnet
synchronous motor,
Rated 115 VAG 60 Hz.
Rated current is 0.1
amp nom. Reguires
1.25 MFD capacitor for
operation (inquire). The shaft output spm remains
constant over a boad range of 0-15 oz-in. The running
curment was 0.080 amp with 0 to 15 oz-in loads during
our tests. The motor stalls with a load of approx. 20 oz-
in. Sleeve bearings. Continuous duty. Thermally pro-
fected. Shaft: 1/4" dia. x 7/16" long with a 516" long
flat. The motor has 1-1/2° long lead wires.
Dimensions: 2-3/8" sg. x 1.7/8" deep (excluding
shaft). Has two tapped hobes in the front face for
mounting. The holes are tapped for dmm x 0.7mm

pitch screws. '

Stock #ACGM2200

145 RPM
BREVEL/HOWARD
INDUSTRIES,
#703. 120 VAL
60 Hz 2.2 amps.
Shaded pole motor
and gearbox. Non-
reversible, sleeve
bearings. Mator
rotation is COW
wihen facing the
shaft. Thermally protected. No-load speed 155 pm @
1.9 amp. With 2 100 oz-in load the speed is 145 pm
@ 1.94 amps. Shaft: 516" dia. x 7/16° long. The
shaft has a flat. The flat is 9/32" long. This motor has
an automatic rotor brake thai disengages when the
motor is energized. The brake stops rotor rotation
instantly upon removal of motor power. The motor
shaft is also available for use if desired for application
of a fan biade, etc. This shaft is /4" dia. x 34" long.
Tapped mounting holes are located on the gearbox face
at the shaft end. The holes are tapped #10X32 tpi. The
holes are 2-3/8° apart in one direction and 2-1/2°
apart in the other direction. 6" long wire leads are pro-
vided for motor connections. Dimensions: 2-3/4" wide

% 3-1/2° high x 3-5/8" eep (exchuding shafts),
Stock #ACGMIO0T s!

152.73 RPFM
JAPAN SERVO,
#UT508, 115
VAC, 60 Hz,
single phase,
0.9 amps. Syn-
chronous motor.
Ruotation is reversible. 152.73 rpm. Rated torque is 1.2

" In-lb. nom. Continuous duty. Ball bearing. 40°C fem-

peraturg rise. Inling gearbox. Mo load spead Is 15273
pm @ 0.26 amps. The motor has a shrouded cooling
fan on the rear of the motor, Dimensions: 4" 5q. x 87
long (excluding shaft). Shaft: 9mm dia. x 1-1/16" long.
Has 4 male mounting studs on the face of the gearbon.
The studs are 6mm in dia. with a 0.1mm thread pitch,
slud length is 1/2". Requires a 10 MFD capacitor for
operation {supplied). This motor kas 127 long flexible
wires for electrical conmections.

Stock #ACGM2150

*REMOVED FROM EQLIIPMEN'I-'



11.’"!81 RPM

design. HE.I'HSibIE [si
 MFD 330 VAC 60 Hz s 7
* 330 VAC 60 Hz running % Epacitor. Tumueasratedal
100 in-ib. A timed delayged sl

mbaadmhym e |

bearings.
0-1/2°

duty. Dimensions: 5-1/2" dia.
i Mfﬁe’ﬂ'dﬁ.ﬂ—ﬂﬂ long with key.
#ACGMI501

180 RPM

VON WEISE GEAR,
#V04273AM14.
AC capacitor start
and run motor.
Reversible. Rated
1/30 hp.-115 VAC
60 Hz. Single phase. -
Rated cument 0.73 amp intermittent duty. Requires

capacitor for operation (not supplied). Thermally pro- <

tected. Gearbox ratio is 18:1. Motor and gearbox hawve
slegve bearings. Tested with 10.0 MFD capacitor no-
load speed is 184 pm. No-oad cument is 0.77 amp,
With 100 oz-in load speed is 180 rpm @ 0.8 amp.
Rear of motor is equipped with an instant stop solenoid
rated 115 VAC 60 Hz. In operafion, solenoid is intend-
ed to be energlzed simultaneously with molor. When
mofor power and solenoid power are Ye-energized the
pawd style brake stops motor rotation within 1/2 of a
motor shaft rotation. This device can be removed from
the motor. Shaft: 516" dia. x 13/16" long with a 3/4”
flat area on one side that is 3/4"° long. Four #1032 tpi
tapped mounting holes on front of gearbox. Bolt cen-
ters are all spaced 2-3/8" apart. Shafi center fine is
approx. centered with mounting holes. 12" flexible
leads are provided for electrical connections.
Dimensions: 3-3/8° wide x 4° high x 6-1/8" long
(excluding shaff).

Stock #ACGMIAST

200 RPM
ORIENTAL MOTOR,
#274-3873-02.

* AG reversible pear-
head motor. Rated
30 watts. No load speed
is 283 pm @ 0.2 amp.
Speed Is 200 rpm 0.2 amp
@ 10 in-o0z torque loading. Requires 4.5 MFD capaci-
tor for operation (not supplied). Ball bearing construc-
fion. Continupus duty. Thermally protected.
Dimensions: 2-3/4" square x 4-1/2" long (exciuding
shaft). Shaft: 1/4" dia. x 7/8" long. Has 1/32" wide
snap ring groove near end of shaff. Shaft has flat that
starts at end and extends 7/16" back along the shaft.
Four 3716 clear hotes in front face for mounting.

Stock #ACGM2300

" dia. % 3/4" long. 4-hole front mounting.

212/254 RPM 50/60 HZ BODINE MOTDR,
#4XBRC1-02. 115 VAD, 50 Hz, single phase, 1.5
amps. CCW rofafion. 1/12 hp, 1400 rpm. Continuous
duty. Ball bearing. 40°C temperature rise. Gear ratio
6.67:1. Incline gearbox. (Rated @ 50 Hz 212 rpm, 17
in-ib torque.) (Rated @ 60 Hz 254 rpm, 1/16 hp, 13in-
Ib torque.) Dimensbons: 5" dia. x 9 long. Shaft: 1/2"

HOWARD
Stock #ACGM7901 —mwms
; (MSL),
#5-20-0072.
240 RPM BREVEL, e
#207-320-TAM209A10. Aetrpdad: 2

120 VAC 60 Hz. Single
phasa, Skeeve Dearings.
Monreversibla. Shaft
rotates CCW wien
facing shaft. intermittant
duty. The actual motor
ghaft is 1/4" dia. x

1-7M16” long and

cooling fan could be attached to it to exend running
time. No-load speed 254 rpm. No-load cument 4.4
amps. With a 100 oz-in load the output rpm is 240 with
a motor-current of 4.4 amps. Motor has 117 long wire
leads. Qutput shaft: 5167 dia. x 1516 long. Gearbox
has four #8x32 1pi tapped mounting holes on front
face. Bolt centers are 1-8/16" apart harizontally, 1-1/4"
apart vertically. Dimensions: (Excluding motor and out-

put shafts) 2-1/2° wide x 3-7/16" high x 4-5/18"
Stock #ACGMIBTT *

250/300 RPM, sy
50/60 HZ
BODINE,
#3J0R2BEC1-D3.
115 VAC S0/60 Hz
single phase, 0.45
amp on 50 Hz and
0.41 amp on 60 Hz.
Synchronous motor. A 5 MFD capacitor is required for
operafion which is supplied mounted on the top of the
mator. The rotation is reversible by a wiring change.
Rated for intermittent duty with all ratings given ata 45
minute on time. Ball bearing. 40°C temperature rise.
Gear ratio 6:1. Has an in-line gearbox. Rated @ 50 Hz
250 rpm 5.3 in-ib torque or 300 rpm at 4.8 in-Ib when
operated on 60 Hz. Shaft: 1/2° dia. x 1° long with flat.
Dimensions: 3-3/8" wide x 4-1/4" high x 6" long
(eeciuding shaft).
Stock #ACGMZ053

- rotation, Glass A"

300 RPM
SYNCHRONDUS
MOTOR ECM, #5.
Input 12-240 VAC
50/60 Hz. Motor
turns 300 rpm @
60 Hz or 250 rpm
(@ 50 Hz. Reversible

insufation. Dimen-
sions: 3" long x 2-1/4" wide x 1-1/16" thick. Shaft;
58" long x 1/4" dia. with flat 1.0 MFD capacitor

Stock #ACGM935T

‘311, RPM

s W

Contineous duty, Sleeve bearings are used throughout,
The rated torque is 10 in-ib. Requires a 72 to 88 MFD
125 VAC capacitor for operation (not supplied). This
motor will Tun sfighily faster if operaied on 60 Hz.
Shait: 3/8" dia. x 15/16" long. The shaft has a singie
T/8” long flat on one side. Four 3/16" dia. clear mount-
ing holes are located in the mounting ears on the front
of the gearbox. The shaft is centered within the mount-
ing holes. Dimensions: 4-1/18° dia. max (across

mounting ears) x 7" long (exchuding shaft).
Slock #ACGMISS0 ; ‘ ;

325 RPM
BODIME
GEARMO-
TOR,
#4406~
4BV
115 VAC

3.4 amps 1 F'Hﬁl}HzEMwans 4, Ef-l-lbturqus Amb,
temp. 40°C. Gear rafio 5.23:1. Confingous duty.
Thermally  protected. CCW rotation. Dimensions:
4-5/8" dia. x 8-1/2" long. Shaft: 5/8" dia. x 2-7/8"
long. Shaft is milled for standard 316" sq. drive key.

Stock #ACGMAZ56

416 RPM
BODINE,
#44C68VD1-Y1
GEARMD-
TOR. 115
VAC 1/3 hp
B0 Hz single

© phase. 416 rpm 120 VAC 60 Hz 4.0 amps. 317 wats.

A capacitor is required for operafion which is not sup-
plied. Reversible. Designed 1o operate with a 43 MFD
330 VAC 60 Hz capacitor. Torque is rated at 6.6 N.m,
{58.4 in-th). All shafts and gears supported on ball and
bearings. Rated for continuous duty. Motor has
protection. Gearbox ratio is 4.08:1. Dimen-
sions: 5-1/2° dia. x 107 long (excluding shaft). Shaft
16mm dia. x 2-3/8" long with a full length 5mm square
key. Additionally, the shaft has a hex saction located at
the end. The hex section measures 10mm nom. across
the flais by approx. 3/8" long. The motor has 4 mount-
ing ears which are located at the shaft end of the motor,
Three of the ears have tapped mounting holes. The *
holes are tapped for 8mm 1.25mm mounting bolts.

Slock #ACGM2050

17
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" NOTE: This is a syn-

60 CYCLE MOTORS

300 RPM

AIRPAX, #LABTT18.
Parmanent magnet
synchranous motor
Rated 115 VAG 50/60
Hz, current is rated 0.1
amps. Reversible, Sleeve ;
bearings. NOTE: This is a

synchronous motor and will rotate at ﬂﬂl} pm when
operated from 2 60 Hz power source and 250 rpm
when operated on 50 Hz. Requires 1.25 MFD capacitor
for operation. (Not Supplied) No-load speed, 300 rpm.
Mo-load current 0.130 amp. With 5 oz-in load (running)
the rpm is 300 rpm @ 0.130 amp. Motor has very low
starting torque (2 oz in or less). Stalls af approx. 8 oz-
in load (running). 247 long wire leads. Shaft: Smm dia.
% 3/8" long. Shaft has a fight knurl, Has 3/16" diame-
far mounting holes in mounting ears on front flange of
unit. Dimensions: 2-1/4" round. x 17 deep (excluding

Stock #ACM2500

shaft). The width across the mounting Ilanuﬂ is 3- ﬁ

300 RPM

AIRPAX, #AB1935-U4.
Permanent magmnet
synchronous maotor, *
Rated 115 VAC 50/60
Hz, current is rated 0.1
amps. Reaversible. Sleeve
bearings. HOTE: This is a 3
synchronous mobor and will il

rokate at 300 rpm when operated frnm a B0 Hz power
source and 250 rpm when operated on'S0 Hz. Requires
1.0 MFD capacitor for operation. (Capacitor supphied)
Mo-load speed 300 rpm. No-load current 0.092 amp.
With 10 oz-in load (running) the rpm is 300 rpm @ 0.1
amp. Very low starting torgue. Stalls at approx. 15 oz-
in boad (running). 10" long wire leads. Shaft: 1/4" dia.
¥ 1-1/8" long with 1/32" wide snap ring groove near
shaft center length and 3/327 dia. cross-drilled hole
near the motor body. Tapped mounting holes in mount-
ing ears on front flange of unit. Dimensions: 2-3/4" 5q.

% 1-11/16" deep (exchuding shaft). !

Stock #ACM2300

300 RPM ni0LON, :
#LMO-T300-15. |
Permanent magnet i
synchronous modor,
Rated 120 VAC 50/G60
Hz, current is rated
2.0 amps, 24 watts
max. Reversible,
Sleeve bearings.

chronouws motor and will rotate at 300 rpm when oper-
ated from a 60 Hz power source and 250 rpm when
operated on 50 Hz. Requires a 2.0 MFD capacitor for
operation. (Capacitor is supplied.) Mo-load speed is
300 rpm. No-load current is 0.14 amp. With a 20 oz-in
load the rpm is 300 rpm @ 0.157 amp. The motor
stalls at approx. 30 oz-in load: The motor has 9° long
wire leads. Shaft: 1/4" dia. x 5/8" long. The shaft has
a flat running the entiré length. The shaft also has a
1/32" wide snap ring groove located near the end of

- fhe shaft. Two 5/32" clear mounting holes are provid-

ad in the mounting ears that are located on the front
flange of the unit. Dimensions: 3-5M16" max wide
(across mounting ears) x 2-5/8" high x I-T,fa degp
(excluding shatt).

Stock #ACM2150
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- 50/60 Hz 26 waits

1450 RPM
BODINE MOTOR,
#KCI-26, 115 VAC

single phase. 1450
rpm when operated
on 60 Hz., 1200 rpm
when used on 50 Hz
supply. Rated torque
2 oz-in. Requires 3.5
MFD capacitor for

" operation on 50 Hz and a 3.0 MFD capacitor for 60 Hz

-Slock #ACMAS00

operation (not supplied). Reversible. Has ball bearings.
Duty is rated special. Probably can be operated contin-
uously in fan duty applications. Shait: 3/16" dia. x 5/8"
long, flatted. Dimensions: 2-F/16" sq. x 2-1/2° long
(excluding shaft).

protected. Requires a 2 WP
which is not supplied. e

¢ leads, Shaft 51167
nming m_ust of its

ovarheating will g
,passuhre If the g

S0/E0 Hz single
phase. Matar rpm
is 1425 on 50 Hz

] al connections. Dimensions: 5-3/4" e %
8" high x 6-7/8" long (excluding motor shaff).
gtock #ACMIg02 “RFE $15.00

112 HP INDUCTION MOTOR
GE, Mode! #5KC29GG .
42034X. 115 VAC S0/60

Hz 2.4 amps. Single 3 1
phase. 1725 pmon 4 ;

60 Hz 1425 pmon &

50 Hz. Ball bearing. % i
Mon-revarsibla, :

Motor rotation is cw

when facing shaft

end. Shaft is 3/8" dia. x

1" long. Shaft has an aluminum clamp on hub that is
easily removed. Base has Four slotted mounting holes.
Mounting holes have 3-5/8" center spacing side to side
and 1-5/8" spacing front 1o back. Slols allow about
=1/2" side to side adjustment. Dimensions: 5 wide x
4" high x 7-3/4" mac overall length counting shaft.
Supplied with a rubber mounted motor base. Requires

- 158 MFD 120 VAC capacitor for operation (not sup-
. plied).

Stock #ACMI552

1/9 HP 3000 RPM EMERSON ELECTRIC FAN
TYPE MOTOR, #F33EF5-1998. 115 VAC, 60 Hz, 3.0
amps, single phase. Has built-in internal cooling fan
and a 3-foot 3-wire AC cord and plug attached. COW
rofation. Sleeve bearing. Dimensions: 4 dia. x 4-7/8"
long. Shaft: 516 dia. x 1" long.

Stock #ACMB005

*REMOVED FROM EQUIPMENT







