BLOWERS

60 CYCLE BLOWERS

10 CFW

GLOBE MOTORS,
#A24-B120-
15W3-000.

115 VAC 50/60 Hz

4 watts. 2900 rpm.
Ball bearing. This fan
when operated on 50
Hz power is rated B
cim, 2350 rpm, 4.5
watls. Metal frame
with plastic rotor.
5/32° dia. holes are provided in all comers for mount-

Ing. Dimensions: 2-3/8" sq. x 1-3/167 thick.
Stock #ACBITS0 : 3!

“thick.
. Stock #ACETEM

22 CFM roTRON
BISCUIT BLOWER,
#BT3A1. 220 VAC
50/60 Hz. 0.18 amp
50 Hz. 0.17 amp 60
Hz. 16 watts. ROTE:
Output CAM will be
glightly lower when
operated on 50 Hz.
Sound level is 49.6
dBa. Sleeve bearings. Plastic body and rotor. Has stan-
dard fan fype tabs for electrical connections. Qutlet is
rectangular measering 1516 wide x 2-1/8" high. Inlet
is approx. 2-3/8" 0.0. Has various holes on sides for
mounting. Also can be mounted via two 8X32 threaded
maounting holes on outiet face which have a center-to-
canter distance of 2-5/8". [deal fan for restricled space
applications. Dimensions: 4-3/4" x 4-3/4" x 1-1/2°

25 CFM TORIN
centrifugal blower,
#DSG 380. 115 VAC
60 Hz. 0.24 amp 22
watts, Sleeve bearings.
Fiastic body cover and
rotor, with a diecast
#luminum main hoos-
ing. Has 2° long flexi-
ble lsads for electrical
connections. Dutlet is
reclangular measuring 1-3/32" wide x 2-1/2" high.
Intet is approx. 3-5/16 0.D. Has various holes on
sides for mounting. Ideal fan for restricted space appli-
cations. Dimensions: 5° x 5° x 1-1/2° thick.

“Slock £ACE2101

Please call us if-you have surplus inventories of electronic,

2

25 CFM ToORIN

or enuiv. centrifugzl
blower, #56362-
A29207. 115 VAC

60 Hz 0.24 amp 17
1o 19 waits, Sleeve
bearings. Diecast
zinc or aluminum
housings and

rotors. Has 3° long
flexible leads for
electrical connections.
Some of the units we have are made by uthwmanu-
facturers, but all have the same specifications as the
TORIN unit described. Outlet is rectanguiar measuring
1-3/32° wide x 2-1/2" high. Inlet is approx. 3-516"
0.D. Has various holas on sides for mounting. ideal fan
for restricted space applications. Dimensions: 57 5q. x
1-5/8" thick,

Stock #ACB2203

34 CFM roTRON
SPRITE, #5U3A5.
220/230 VAC 50/60
Hz, 0.08 amp on 50
Hz, 0.08 on 60 Hz.
Sleeve bearings.
Metal frame and
phastic rofor. Noise
level is rated 39.5
dBA. Has 5/32" dia.
maounting hodes in all
comers. Standard
fan tabs are used for electrical connections.

Dimensions: 3-1/8" sq. x 1-1116" thick. '

Stock #ACE2401

34 CFM ROTRON,
#5UG2A1, 24 VAG
50/60 Hz 0.87 amp

on 50 Hz, 0.67 on

G0 Hz. Sleeve bear- .
ings. Has metal frame
&nd plastic rotor, Has
532" dia. mounting
holes in all comers. .
Has 12° long wire
leads, Dimensions:
3-1/8" 5q. x 1-1116" thick.

Stock #ACBI904

{:-pﬁdal, or mechanical items for disposal.

35 CFM

AXIAL FAN, PABST,
#8500 G or aquiv,
106120 VAC 50/60 Hz
18 watts. Motor is
impedance profected.
Ball bearing. Rotor and
frame are cast aluminum
alloy. Has 5" wire leads.
Has 532" mounting .
holes in all comers. Dimensions: 3-1/8" sq. x 1-1/2°
thick.

Stock #ACE2500

.HFE,' .

* VAC, 50/60 Hz,

(pen frame design
with metal grill anoung

tetted. 24" wire leads. Dlmensr
16" wide x 2-1/4™ degp.

50 CFM BLOWER
AMETEK, #116896-
B9. Motor is rated 220
VAC 3.8 amps 60 Hz.
Sleeve bearings. Has a
universal brush style
motor. Intermittent
duty. Thermally pro-
tected. Single stage
pass through centrifugal design. The blower will mave
approx. 50 cfm of air at a vacuum of appooe. 307 of
waler. NOTE: This unit can be operated on 120 volts AC
or OC if required but the output may decrease. The cir-
cular inlet has & 1-1/2" 0.D. The circular outlet has a 3-
34" 0.0. The blower is mounted in a circular metal
houging. The interior of the housing is fined with a
sound absorbing material. Electrical connacfions are
via 6° long flexible leads. The unit has a 6-1/2" square
sheet metal mounting base attached to the inlet side of
the housing. This is removable. Dimensions: 7-1/27
outside dia; x 6" ceep. The square base adds approx.

7/8 to the depth of the blower. -

Stock #ACE2100

50 CFM ETRI FAN,
#126LF 208-240

0.075/0.060 amp.
12 watl'd watt. Has
sleeve bearings.
Metal frame with a
plastic impeller
Dimensions: 3-1/8"
sq. % 1-1/2" thick.
5/32" clear mounting
holes are located in ail comners of this unit. Impedanca
protected. Has 12" long wire leads.

Stock #ACE2400

“*REMOVED FROM EQUIPMENT



~"60 CYCLE BLOWERS

50 CFM BLOWER

AMETEK, #116896-96,
This unit is housed In
aniilcinsure which

ed on 120 VAC with T
nominal pressure/va
es of water '.rawum 7

gis 50 CFM @ 50 inch-
a5 ﬂum bearings and

circular 2° g Inumlhetana
axitsgfrough the space between theWile
E. Dimensions: 9 wide x 8° 1

Sibck #ACB2202

50 CFM BLOWER
AMETEK, #116246-04,
Motor is rated 115 VAG

1.9 amps 60 Hz 3450 mpm.
Ba#l bearing. Continuous
duty. Thermally protected.
Five-stage centrifugal
design. The blower will
maove 50 cfm of air at 0°
of water-static pressure.
Vacuum rating is 10 cfm at 16" of watervacuum.
Circuiar inlet has a 1.675" 1.D. and a 1-3/4" 0.0. Tha
circular outlet has a 1.6° 1.0, and a 1-3/4" 0.D. A rec-
tangular mounting foot is located on the bottom of the
circular fan body. The foot is 3-3/4" wide x 2-1/2"
deep. Four tapped mounting holes are located in the
corners of the foot. The holes are tapped 1/47%20 tpi.
The hole centers are 1-3/4" apart {front to rear) and are
3" apart (side to side) (includes starting capacitor),
Dimensions; 9-3/4" wide x 9" deep (front to back) x
10" high.

Stock #ACBIB04

L s

71 CFM

SINWAN ELECTRIC,
#51004P-11-2, Rated 115
volts 50/60 He. 2000 rpm
@ 13 watls on 50 Hz.
2100 rpm @ 11 watts on
60 Hz. 63 cfm when oper-
ated on &0 Hz and 71 cfm
on 60 Hz supply lines. The
motor is a shaded pole type with impedance protec-
fion. MOTE: This fan will operate over a voltage range
of 80 to 120 VAC. Has ball bearings. The life expectan-
cy of this fan is 60,000 hours @ G0°C. The operating
temperature range is -20°C to +80°C. Sound level is
rated at 35 dBA. The fan has a metal housing with &
plastic rotor. Has 127 fong ftlexble connecting feads,
Has 5/32" clear holes located in all corners of both
faces for mounting. I:Hrrmnmms 4-11/16° 5. x 1-1/2"
thick.

Stock #ACB2053

*REMOVED FROM EQUIPMENT.

- Slock #ACBE0OT

"VACUUM

75 CFM

FASCO BLOWER,
#TO62-2006. 115 VAC,
50/60 Hz, 3400 rpm,
single phase. L
Dimensions: inlet
2-1/2° dia, Dutlet 27
¥ 2", Overall langth:
B-3/47 x 6" wide x 6" high.
Stock #ACB2300

100 CFM ROTRON MUFFIN
FAM or equivalent. 115 ¥, 60
cycle, 3000 rpm, single
phase. Continuous duty.
Mounted in bakelite or metal
housing, Dimensions; -
4-11716" sq. % 1-1/2" wide.

100 CFM

BLOWER AMETEX,
#116978-07.

Rated 240 VAG
5060 Hz 6.7 amps.
Intermittant duty. Ball
bearing. (NOTE: This
blower has a universal brush type motor and could be
operated at other AC voltages or DG, but with corre-
gponding lower outpuls and motor lfe) Outpul s
appros. 100 ofm free air flow. Vacuum is approx. 807
of water. The blower has a rectangular aluminum
plateffoam sandwich panel glued to the input end. This
is easily pried off if not used. The panel is 5-3/4" high
¥ 10-7/8" wide x 1° thick, The motor/hlower dimen-

sions ane 5-3/4" max, dia. x 7-1/8" fong.

Stock #ACE9803

Remember that our
~ toll free number
is available for orders
8:30 am till 5:30 pm
Monday through Friday, and
+0:00 am till 5:00 pm (PST)
on Saturday.

135 CFM
MIDECG-TORIN, #TAGOOS,
Model AF2060-10;

115 VAC 50/60 Hz
0.220 amp 60 Hz

0.250 amp 50 Hz.
Impedance protected.
Ball bearing. Plastic fan
rofor with discast
gluminum frame. Has
standard fan fabs for electrical connections. Has
muounting holes on front and rear faces, Mounting holes
will accept a #8& screw or smaller. Dimensions:

5-15/16" wide x 6-3/4" high x 1-1/2" thick. - 2

Stack #ACEYES0

sHaImo1g

FAN GUARD for above. See page 19,
Slock #FGITHT

240 CFM

ORION, #0A1T2AP-11-1.
1104120 VAC 50/60 Hz.
26/35 watts, Impedance
protectad, Ball bearing.
Plastic fan rolor with
diecast aluminum

frame. Standard fan tabs
for glectrical connections.
Four 5/32" dia. mounting holes
are provided on both faces. NOTE: our Stock #Fﬁﬂ?ﬁi
is compatible with this fan. Dims: 6-3/4" dia. x 2" thick.

Stock #ACB2301

260 CFM

TORIM (MIDEC),

#TAGOD Model A 30318-10.
115 VAG 50/60 Hz 0,35
amp. Thermaily protected.
Ball bearing. Piastic fan rotor §
with die cast aluminum ;
frame. Has standard fan tabs
for electrical connections.
Has mounting holes on front
and rear surfaces. Mounting holes will accept & med-
mum of & #8 screw. Two mounting holes have Tinner-
man nuts installed which accept a #G6X32 screw.
Thess can be removed if not required. Dimensions; 6

wide x 6-3/4" high x 1-1/2" thick. -

Stock #ACBITO1

FAN GUARD for above. Ses page 18,
Slock #FG9751

270 CFM ROTRON
FEATHER FAN, ##213.
230 volt, 50/60 Hz,

20 watts, 1 phase. Wil
dlso operate on 115 VAC
with fess volume and less
nokse, Capaciior supplied.
Temperature range 55°C
to 65°C. Dimensions: 7
dia. x 2-7/16" thick with ;
thermal protector for UL requirements.
Stock #ACE2001




" operating & 1650 rpm,

60 CYCLE
BLOWERS

575 CFM CARAVEL,
#CL2L2, CONDOR,
NIDEC, or equivalent,
230 VAC 50/60 Hz

0.43 amp. Single phase.
Motor has ball bearings
for long, quiet life. Fan

produces a noise level
of 49 dB (SIL). i
Dimensions: 10° dia. x 3-1/2". Wa have step-up trans-
former available.

Stock #ACBZ153

-GAMMA 26 A33998-55.

400 Hz, 0.4 amp, 2:: is!
rpm. Noise tevel 77 dB.

Requires a 0.5 220 VAC
:apacmim nperam

235 CFM
GCOMAIR/ROTRON,
“PATRIOT™ #FPT40KE

Series 032369. Motor is
rated 208 VAC 400 Hz.

33 watts 0.27 amp. Three
phase. Ball bearing.
Thermally protected, Has

die cast frame with plastic .
rotor. Fam rofor has feathered edge to reduce noise
level. 18" long Nexible lead wires are provided for elec-
trical connections* Four 532" dia. mounting holes are

provided on the front and rear flanges. Dimensions: *

e
S  stock #DCBO151

6-3/4" dia. x 2" thick.
Stock #ACB9852

FAN GUARD for above. Ses page 19.
Stock #FGAT51

22

3 GFM
MIDEC,

Miniature centrifugal biow-
er. Solid state brushless
motor rated at 12 VDG

@ 140 mA. Ball bearing.
Plastic housing and
impelier. Input air opening
is 1-1/4" dia. The output
upanmg is rectangular and
is 15/32" wide x 11/16" high. Two 5#32' dia. h.ules are
provided in the mounting ears. Has 7" long flexible
leads for electrical connections. ideal for spot cooling
of electronic devices. Dimensions: 2° wide x 2-1/4°
high x 19/32" thick.

Stock #DCB2852

'| DC BLOWERS

10 GFM

MITACHI ELECTRIC,
#ME02505-H5.

5 VDC. Electrical
connections via 24™
leads. Brushless.
Mounting holes in
comers 2" 0.0,
Dimansions: 2-3/8"
sq. % 1" wide.
Stock #DCEIIS0

6 CFM

THERMALOY IC FAN,
#TCM. Designed to cool
a CPU or other IC chip.
Has a built-in anodized
aluminum finned heat
sink. The heat sink is flat
on the botiom surface to
allow it 1o be bonded 1o
the case of a large inte-
grated circuit or computer
CPLU. The fan is manufzctured by Shumh and is rated
for operation on 12 VDC 90 mA. Brushlass ball bearing
fan with plastic rotor and fan body. Has 3" long wire
leads. NOTE: The fan can be removed from the heat
sink il desired. Dimensions: fan is 40mm sg. %
10.5mm thick. The heat sink is 42mm sq. The lotal
thickness of the fan and heat sink is 19.5mm.

Stock #DCEI900

7.5 CFM cANON
BRUSHLESS FAN, #CF60-
T312M1D; 12 VOC, 0.120
amp, or 24 VDC, 0.070
amp. NOTE: If this fan is
operated on 24 VDO the
output is approe. 15 cim,
Ball bearing. 4010 rpm.
Moise level rating 29 dBA.

Plastic rofor and housing. Has 5/32° diameter mounl-

ing holes in all comners. 5" wire connections.
Dimensions: 2-3/8" sq. x 1" thick. Bolt hole cenlers
are 2 apart.

Stock #DCB24M

-~ Matsushita Electric,
-FBADBAZ4H. Hydro-wave

18 CFM

PANAFLOW BRUSHLESS
FAMN WITH FAN PERFOR-
MANCE MONITOR. -

#6E1BBD-1CX -
sieeve bearings. 24 VOC,

0.17 amp. NOTE: This fan 3
will operate over a range of 14 to 27.5 VDC. Plastic

. body and blades. Has built-in fan periormance monitor,

This output can be left unconnected if not required.
Has 5/32° dia. through holes in all corners for mount-
ing. Dimensions: 3-1/8" sg. x 1" thick.
Stock #DCB2051 ;

18 CFM nME DC BRUSH-
LESS FAN. NMB #3610KL-
05W-B50 POD. 24 VDC @ -
0.20 amp. Solid state
brushless fan. Has ball
bearings. 4400 rpm.

Plastic body and blades.
Has 5/32" dia. clear mount-
ing holes In all corners. Bolt
hole centers are 3-1/4%apart. Electrical connections

" are via 127 long flexible leads Dimensions: 3-58" s0.

% 17 thick.
Stock #DCB2050

8 CFM mMOTOR-ONE
BRUSHLESS FAN,
#D08T12LWS. 12 VDT,
(0.085 amp, 1 wailt. Sleeve
bearing. Plastic rotor and
housing. Has mounting
holes in all comers,
12-3/4" wires. Dimensions: 1§
2-3/8" sq. x 1" thick. Bolt
" hole centars are 2",

20 CFM SUNON BRUSH-
LESS FAN, #KDE1206PT °
§1.12VDG, 2.3 watt.
Sleave bearing. Plastic rotor
and housing. Noise level 34
dBA. 4500 rpm, Has
mounting holes in all cor-
ners. 4 leadwires.
Dimensions: 2-3/8" 50. x
17 thick. Bolt hole centers
are 2”. Supplied with two plastic fan guards.

Stock #DCB2500 WG

"*REMOVED FROM EQUIPMENT



DC BLOWERS

20 CFM

BRUSHLESS BLOWER
AMETEK, #11645-00,

- Three stage centrifugal
biower. Ball bearing. Output:
. 20 cfm nom. at 20 inches of
water, Actual owtput will vary
with application. Brushless
permanent magnel blower
designed to operate on 12-24 VDC, Requires an elec-
tronic drive package for operation. Sorry, we do not
_ have drivers, but they are avallable from the manufac-
turer. We supply an electrical schematic of the motar,
bt do not have driver schematic. Motor is 3 phase Y
configuration. Phase resistance Is 0.3 ohm across any
two legs. Hall sensors are Sprague/Allegro- #UGN-
3075-U or equiv. and operate on 4.5 to 24 VOC. Ideal
unit for brushless motor experiments. (Bulld your own
drive and realize big savings over factory cost) Inlet
and outlet ports designed for use with flex tubing and .
hose clamps. Inlet and outlet ports are 1-1/47 0.0,
Electrdzal connections via ribbon cable with 5/32°
spacing molded end connecton Motor has 3-1/4"X20
ipi tapped holes on rear for mounting. Dimensions:
5.8" dia. % 5-1/4" long {inchuding outlet part) x 6-1/4"
max. width (including inlet part),

Stock #DCBOG01

21 CFM comMaR-
ROTRON BRUSHLESS FAN,
#F512K3. Flight Il serias.
12 Y0C, 3.12 watt, Ball
bearing. Plastic rotor and
housing. Has mounting
holes in all comers. 12"
wires, Dimensions; 2-3/8"
st x 17 thick. Bolt hole
centars ang 2.

Stock #DCB2501

23 CFM NME DC
BRAUSHLESS FAN, NMB
£#3110NL-04W-B10.
12VDC @ 0.11 amp.
Solid state brushiess fan. |4
Ball bearings. 1950 mpm.
Plastic tody and blades.
Has mounting hales in
all comers. Bolt hole
centers are 2-1316"
apart. Dimensions: 3-1/8" sg: x 17 thick.
Stock #DCRATID

24 CFM

ang. Intake or exhaust flush rmurmu,'
Stock #DCB2003 . $6.95

25 CFM NiDEC,
GAMMA 30 AZ4124-
33, Miniature centrifu-
gal blower. Solid state
brughless motor rated
at 12 VDG @ 0.065
amp. 8.4 waits. Rotor
speed, 3800 rpm.
Moise level 57.4 dBA.
Ball bearing. Plastic
housing and impellar ;
Has a fan performance monitoring system. Output sig-
.nal from the fan monitor i5 a square wave signal that
indicates rotor speed. Requires a pull-up resistor to
positive power supply to operate. This oulpul can be
ignored if mot used. Input alr opening is 2-5/16". The
oulput opening is rectangular and i 1-6/32" wide x
2-1/8" high. Two 5/32".dla. holes are provided in the
mounting ears. Has 12 long flexible leads for electrical
connections. ldeal for spot cooling of elecironic
devices. Fan li!agifs r:aten::.I !!ﬁ.%lﬁﬁhu;;h Dimensions:
3-7/B" wide x 3-3/4" high " thick.

Stock #DCB2400 e

25 CFM nimsuBisHI
BRUSHLESS FAN, Modgl
#FBH-DBATZMNG. 12
VDC @& 0.15 amp. Solid
state brushiess fan. Ball
bearings. Plastic rotor and
housing has maounting
holes In corners. Wire
leads for electrical connec-
tions. Dimensions: 3-1/8% 50. x 17 thick,

Stock #DCBASM

27 CFIM YATE LOON
DC BRUSHLESS FAN.
#YDBOSM - 12, Solid
state design with sleeve
bearings. Input 12 VDG
@ 0.012 amp. 2200
rpm. Noise level, 29 dB.
Dimensions: S0mm
square ¥ 25 mm thick,
Has a plastic rofor and
housing. 5/32" mounting holes ara provided in all cor-
ners. Has 7" flex lead wires
Slock #DCB2502

28 CFM ORIENTAL
COMPUTER DC BRUSH-
LESS FAN. #8PT12L.
Eolid state design with
slpeve Dearings. Input 12
VOC @ 0.014 amp. 2400
. Noise level, 30 d8,
(estimated). Dimensions:
B0mm sguara ¥ 25 mm :
thick. Has a plastic rotor i

and housing, 5/32° mounting holes are provided In all

corners. Has 137 flex lead wiras .

Slock #DCB25023

28 CFM

SUPERRED,
#CHAS212688,

OC solid state brushless
fan. 12 VDG @ 160 mA.
Ball bearings. Has plastic
body and rotor. Has 12°
long flexibie lead wires for
glectrical connections, One
face side of the fan has 3/32" mounting holes in the
corners, the opposite side has 11732 dia. mounting
holas in the cormers, Dimensions: 3-5/8" 5q. x 17 thick.

Stock #DCBIBST

syamotg

. 30 CFM AVANT-BARDE,

#AV-825M125, DC
BRUSHLESS FAN, 12 VDC.
(.12 amp. Sleeve bearings.
Plastic frame and rotor. Has
9" long wire leads, 532"
dia, thru holes are provided
in all four comers for
mounting. Dimensions:
BOmm 5q. X 25mm desp.

Stock #0CB9902

30 CFM

BLOBE MOTORS,
#D31-B10A-04W3-100.
DG brushiess fan with
electronic locked rotor
protection. Rated 12 VDG
@ 0.22 amp. Has ball
bearings. The case and
rotor of the fan are plastic.
Electrical connections are
via 127 long flexible keads, 57327 dia. clear mounting
holes extend through the frame In all four comers of the

unit. Dimensfons: 3-1/87 5q. x 17 thick,

Stock #DCBI9ST

. AMETEK, #1164-51-00,

. Betual output will depend

30 CFM
VACUUM BLOWER

Twno stage centrifugal
vagcuum blower. Ball
bearing. 28 VOC at 4.75
amps no-load. Produces .
approx. 30 cfm vacuum
at 12 Inches of water,

on application. This

unit will also operate on
28 VAC, but output and brush life may decreass.
Circular Inlet and outlet ports are designed for use with
flex hose and hose clamps. inlet is 1-1/2° 0.0, Outlet
15 1-7/8" 0.0. Dimensions: 6-1/4" max. width x 6-1/2°
max. height, Overall length including infet port 8%

Stock #0DCBOG00
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